
Sprue Bush Metric 

OPTIONS AVAILABLE ON THIS 
PRODUCT ON SPECIAL ORDER: 

1) LOWER HARDNESS 40/45RC
2) 15.5mm RADIUS
3) 40mm RADIUS

DELIVERY WITH OPTIONS: 
APPROX 3 WEEKS 
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AGK20-2.5RO 28 16 20 36 12 2.5 1°30' AGK20-2.5RO 
AGK26-2.5RO 28 16 26 42 12 2.5 1°30' AGK26-2.5RO 
AGK46-2.5RO 28 16 46 62 12 2.5 1°30' AGK46-2.5RO 
AGK20-3.5RO 28 16 20 36 12 3.5 1°30' AGK20-3.5RO 
AGK26-3.5RO 28 16 26 42 12 3.5 1°30' AGK26-3.5RO 
AGK36-3.5RO 28 16 36 52 12 3.5 1°30' AGK36-3.5RO 
AGK46-3.5RO 28 16 46 62 12 3.5 1°30' AGK46-3.5RO 
AGK56-3.5RO 28 16 56 72 12 3.5 1°30' AGK56-3.5RO 
AGN26-2.5RO 38 20 26 46 18 3.5 1°30' AGN26-2.5RO 
AGN46-2.5RO 38 20 46 66 18 3.5 1°30' AGN46-2.5RO 
AGN26-3.5RO 38 20 26 46 18 3.5 1°30' AGN26-3.5RO 
AGN36-3.5RO 38 20 36 56 18 3.5 1°30' AGN36-3.5RO 
AGN46-3.5RO 38 20 46 66 18 3.5 1°30' AGN46-3.5RO 
AGN56-3.5RO 38 20 56 76 18 3.5 1°30' AGN56-3.5RO 
AGN66-3.5RO 38 20 66 86 18 3.5 1°30' AGN66-3.5RO 
AGN76-3.5RO 38 20 76 96 18 3.5 1°30' AGN76-3.5RO 
AGM26-3.5RO 38 26 26 52 18 3.5 1°30' AGM26-3.5RO 
AGM36-3.5RO 38 26 36 62 18 3.5 1°30' AGM36-3.5RO 
AGM46-3.5RO 38 26 46 72 18 3.5 1°30' AGM46-3.5RO 
AGM56-3.5RO 38 26 56 82 18 3.5 1°30' AGM56-3.5RO 
AGM66-3.5RO 38 26 66 92 18 3.5 1°30' AGM66-3.5RO 
AGM76-3.5RO 38 26 76 102 18 3.5 1°30' AGM76-3.5RO 

AGM46-5R0 38 26 46 72 18 5 1°30' AGM46-5R0 
AGM76-5RO 38 26 76 102 18 5 1°30' AGM76-5RO 

AG26-5R0 50 26 26 52 25 5 1° AG26-5R0 
AG36-5RO 50 26 36 62 25 5 1° AG36-5RO 
AG46-5RO 50 26 46 72 25 5 1° AG46-5RO 
AG56-5RO 50 26 56 82 25 5 1° AG56-5RO 
AG66-5RO 50 26 66 92 25 5 1° AG66-5RO 
AG76-5RO 50 26 76 102 25 5 1° AG76-5RO 
AG86-5RO 50 26 86 112 25 5 1° AG86-5RO 
AG96-5RO 50 26 96 122 25 5 1° AG96-5RO 

AG106-5RO 50 26 106 132 25 5 1° AG106-5RO 
AG126-5RO 50 26 126 152 25 5 1° AG126-5RO 
AG115-7RO 50 26 110 142 25 7 1° AG115-7RO 
AG136-7RO 50 26 136 162 25 7 1° AG136-7RO 
AG156-7RO 50 26 156 182 25 7 1° AG156-7RO 

Made better to last longer  Quality Craftsmanship Assured 
All specifications, dimensions and design characteristics shown are subject to change without notice 
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