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Shoulder Bushings 

NOMINAL 
A=ID 

NOMINAL 
B=OD 

TOLERANCE 
ON B OD 

+.00 
H 

-.01 
1/2 5/8 +.0010 +.0015 3/16 
5/8 7/8 +.0010 +.0015 1/4 
3/4 1 +.0010 +.0015 1/4 
7/8 7-1/4 +.0010 +.0020 1/4 
1 1-3/4 +.0010 +.0020 1/4 

1-1/4 1-3/4 +.0010 +.0020 1/4 
1-1/2 2 +.0010 +.0020 1/4 
1-3/4 2-1/4 +.0010 +.0020 1/4 

A = 1/2 ID 5/8 ID 3/4 ID 7/8 ID 1 ID 1-1/4 ID 1-1/2 ID 1-3/4 ID = A 

L 
- .000 
-.030 

.5000 .6250 .7500 .8750 1.0000 1.2500 1.5000 1.7500 
L 

+.000 
-.030 

+.0000 
+.0005 

+.0000 
+.0005 

+.0000 
+.0005 

.0000 
+.0005 

+.0000 
+.0010 

+.0000 
+.0010 

+.0000 
+.0010 

+.0000 
+.0010 

CAT NBR CAT NBR CAT NBR CAT NBR CAT NBR CAT NBR CAT NBR CAT NBR 
7/8 GB40 GB25 GB03 GB71 GB44 7/8 

1-1/8 GB41    GB07 1-1/8 
1-1/4   GB02 1-1/4 
1-3/8 GB42 GB26 GB35 GB72 GB45 GB21 1-3/8 
1-1/2 GB04 GB06 1-1/2 
1-5/8 1-5/8 
1-3/4 GB05 1-3/4 
1-7/8 GB27 GB31 GB73 GB09 GB22 1-7/8 
2-1/8 GB32 GB74 2-1/8 
2-1/4 GB10 2-1/4 
2-3/8 GB28 GB33 GB75 GB11 2-3/8 
2-1/2 GB12 2-1/2 
2-5/8 GB36 GB19 2-5/8 
2-7/8 GB76 GB08 GB18 2-7/8 
3-1/4 GB13 3-1/4 
3-3/8 3-3/8 
3-5/8 GB23 3-5/8 
3-3/4 GB100 3-3/4 
3-7/8 GB14 3-7/8 
4-1/4 GB200 4-1/4 
4-3/8 GB17 4-3/8 
4-3/4 GB16 4-3/4 
5-1/4 5-1/4 
6-1/4 6-1/4 

Made better to last longer  Quality Craftsmanship Assured 
All specifications, dimensions and design characteristics shown are subject to change without notice 
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Shoulder Bushings and Straight Bushings 
Hardened and Precision Ground

Straight Bushings

General Dimensions
2 X I.D. 

Ø D Ø HØ E

3/16 

L

L

Ø D Ø H

NOMINAL
I.D. Ø D +.0005

-.0000 Ø E +.0005
-.0000 Ø H +.000

-.030

3 /4 .7505 1.1255 1.302
7/8 .8755 1.2505 1.427

1" 1.0005 1.3755 1.552

11/4 1.2505 1.6255 1.802

11/2 1.5005 2.0005 2.177

L
LENGTH

+.00
-.06

Ø D = 3 /4 DIA

.7505    +.0005
-.0000

Ø D = 7/8 DIA

.8755    +.0005
-.0000

Ø D = 1" DIA

1.0005    +.0005
-.0000

Ø D = 11/4 DIA

1.2505    +.0005
-.0000

Ø D = 11/2 DIA

1.5005    +.0005
-.0000

L
LENGTH

+.00
-.06

ITEM
NUMBER

ITEM
NUMBER

ITEM
NUMBER

ITEM
NUMBER

ITEM
NUMBER

7/8 5700 5710 5730 5750 5770 7/8

13 /8 5701 5711 5731 5751 5771 13 /8

17/8 5702 5712 5732 5752 5772 17/8

23 /8 5703 5713 5733 5753 5773 23 /8

27/8 5704 5714 5734 5754 5774 27/8

33 /8 5705 5715 5735 5755 5775 33 /8

37/8 5706 5716 5736 5756 5776 37/8

43 /8 5707 5717 5737 5757 5777 43 /8

47/8 5708 5718 5738 5758 5778 47/8

57/8 5709 5720 5740 5760 5780 57/8

NOMINAL
I.D. Ø D +.0005

-.0000
L +.00

-.06
LENGTH Ø H +.0005

-.0000
ITEM

NUMBER

3 /4 .7505
7/8 1.1255 5500

13 /8 1.1255 5501
7/8 .8755 13 /8 1.2505 5502

1" 1.0005 13 /8 1.3755 5503

11/4 1.2505
13 /8 1.6255 5504

17/8 1.6255 5505

11/2 1.5005
13 /8 2.0005 5506

17/8 2.0005 5507

2" 2.0005 37/8 2.5005 5508

21/2 2.5005 47/8 3.2505 5509

3" 3.0005 47/8 3.7505 5510
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Mold Components – INCH

Surface Treatment: Case-hardened .030 to .040 deep 

Surface Treatment: Case-hardened .030 to .040 deep 



Shoulder Bushings 2", 2.5" and 3" Diameter

Shoulder Bushings
Made of the finest quality alloy steel. They are hardened and precision ground to reduce wear 
and give longer life under severe molding or die-casting conditions. The I.D. is ground to close 
tolerances in order to maintain a smooth, but firm, running fit with D-M-E’s Standard Guide Pins.

General Dimensions

L
LENGTH

+.00
-.06

Ø D = 2" I.D.

2.0005  +.0005
-.0000

Ø D = 21/2" I.D.

2.5005  +.0005
-.0000

Ø D = 3" I.D.

3.0005    +.0005
-.0000

ITEM
NUMBER

ITEM
NUMBER

ITEM
NUMBER

13 /8 5901 5951 —

17/8 5902 5952 —

23 /8 5903 5953 —

27/8 5904 5954 —

33 /8 5905 5955 —

37/8 5906 5956 5976

43 /8 5907 5957 —

47/8 5908 5958 5978

57/8 5910 5960 5980

77/8 — — 5984

2 x I.D.

Ø D Ø HØ E

K

L

NOMINAL
I.D. Ø D +.0005

-.0000 Ø E +.0005
-.0000 Ø H +.000

-.030 K

2" 2.0005 2.5005 2.677 3 /16

21/2 2.5005 3.2505 3.427 3 /16

3" 3.0005 3.7505 3.990 1/2

All items in stock.
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Surface Treatment: Case-hardened .030 to .040 deep 

Mold Components – INCH




