
Shoulder Guide Pins and Bushings for  
45R, 56N, 58N, 56U, 58U and 68SH Mold Assemblies

Made of the finest quality steel, 
hardened and precision ground to 
reduce wear and give longer life.

Shoulder Guide Pins
Shoulder diameter is of the same size and tolerance to match with 
the O.D. of Standard D-M-E Shoulder Bushings listed below.

General Dimensions

Shoulder Bushings

Straight Bushings
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1/2 .499 .751 .853
17/32 .530 .751 .853
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1/2 .500 .7505 .853
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7/8

7/8 13 /4 S-0707GL T-0707GL

13 /8 21/4 S-0713GL T-0713GL

17/8 23 /4 S-0717GL T-0717GL

23 /8 31/4 S-0723GL T-0723GL

13 /8

7/8 21/4 S-1307GL T-1307GL

13 /8 23 /4 S-1313GL T-1313GL

17/8 31/4 S-1317GL T-1317GL

17/8

7/8 23 /4 S-1707GL T-1707GL

13 /8 31/4 S-1713GL T-1713GL

17/8 33 /4 S-1717GL T-1717GL

23 /8

7/8 31/4 S-2307GL T-2307GL
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13 /8 41/4 S-2713GL T-2713GL
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Ø D = 1/2 DIA Ø D = 17/32 DIA
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7/8 S-5690 T-5690

13 /8 S-5691 T-5691

17/8 S-5692 T-5692

23 /8 S-5693 T-5693

L
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Ø D = 1/2 DIA Ø D = 17/32 DIA

ITEM
NUMBER

ITEM
NUMBER

7/8 S-5498 T-5498

13 /8 S-5499 T-5499
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